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REMOTE CONTROLREMOTE CONTROL

Declaration of conformity to the R&TTE directives 99/5/EC
Manufacturer: ATRAL S.A., rue du Pré de l’Orme, F-38926 Crolles Cedex, France 
Atral radio equipments are in conformity with the following european
directives:

- R and TTE Directive 99/5/EC,
- Electromagnetic Compatibility Directive 89/336/EEC, 
- Low Voltage Directive 73/23/EEC,

and the harmonised European Standards notified under these directives:
- EN 300 220-3 (Spectrum Respect),
- EN 301489-1 (EMC Conformity),
- EN 55022 and EN 55024,
- EN 60950 (Electrical Security).

These products can be used in all the EU and EEA countries and Switzerland.
Crolles, January the 14th 2003
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Implementation
The remote control:
❑ L2612 have 2 functions : Off and Complete.
❑ L2614 have 4 functions : Off, Partial, Complete and Prog. key.

Prog. key

Light
indicator

On/
Group 2Off

Off

L2612 L2614

Light 
indicator

On/
Group 2

Preparing the remote control
The batteries of the remote control are already fitted.
❑ Open the remote control by unscrewing the base.

❑ Remove the pre-cut section of the guarantee
sticker located inside hood and stick it on to the
guarantee extension request supplied.

❑ Verify the state of batteries by pressing a key,
the red LED should illuminate during the press.

Partial/Group 1

Key presses 1 2 3 4 5 6 7 8 9 10

Personalised radio code x x x

Remote control code

Key presses 1 2 3 4 5 6 7 8 9 10

Personalised radio code

Remote control code

Programming the personalized
radio code

The installation radio code is coded by programming
❑ Use the personalised radio code selected for the control panel.

On the “remote control code” line sketch beneath each cross the
symbol corresponding to the “Off” button. 

❑ Complete the empty slots by sketching the symbol cor-
responding to the Total Arm button.
You now have a series of and symbols corresponding to
the programming code.

❑ Program the radio code by pressing the keys on the detector as
indicated below:

Ex. (not to be used): you have chosen the connections 2, 7 and 8.

You now have a series of and which is the code to be
entered on the remote control. 

3. Confirm the programming 
by pressing both keys

simultaneously until the indicator
light goes out. The indicator light

will come on for 5 secondes 
to indicate the programming 

has been successful

1. Start
programming 
by pressing 
both keys

simultaneously 
until the indicator

light goes out

If you make a mistake, the red indicator light will flash.
Repeat the procedure from the beginning.

2. Enter the
sequence 

of 10 short key
presses

corresponding to
the personalised

radio code

. . .
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❑ For programming this example, carry out the following sequence:

Selecting programmable options
Choose one of functions described below, to be actived by the Prog
key .
The remote control is programmed for the Alert Call when you
take it out of its packaging.

❑ For programming the key Prog., carry out the following sequence:

Function Reaction of the system
Alert call Triggers all means of alert (sirens, telephone dialer

interface,...)
Silent alarm Triggers telephone dialer interface only, without the sirens.

This use is particularly suited to the protection of the ill or
aged people

Audible signal Triggers an audible beep on the control panel
Light Activation of 230V command receiver
Stay arm Activation of Intrusion Gr 1 for attenuated control panel

reaction
Automation  Control of a Logisty door
command

. . .

1. Start 
programming 
by pressing 
both keys

simultaneously 
until the indicator

light goes out

3. Start 
programming 
by pressing 
both keys

simultaneously 
until the indicator

light goes out

2. Enter the
sequence 

of 8 short key
presses

corresponding
to the selected

function

4. Press 
the Prog. key. 
The light then

comes on again 
for 5 seconds to

indicate successful
programming

If you make a mistake, the red indicator light will flash.
Repeat the procedure from the beginning.

Coding the Prog. key: .
You can allocate one of the functions described below to the Prog.
key.
The symbol represents a press of the “Off” key.

The symbol represents a press of the “Total arm” key.

❑ Example, for programming the key on the light function,
carry out the following sequence:

❑ Carry out a test with the control panel by pressing the  
“Reprogrammable” key (in the case of Alert call, Silent alarm and
Audible signal or Stay Arm only).
❑ Press the Prog. key and check that the system responds accor-
ding to the programmed function. 

You have transferred a specific code to the Prog. key on the
remote control.
❑ Note the chosen options on the memory aid at the end of the
use guide.

Key “Prog.” of the remote control Voice message of the control panel

Alert call “Beep, Alert call”

Silent alert “Beep, Silent alert”

Audible signal “Beep beep beep beep”

Stay arm “Beep, Stay arm”

Function Coding the Prog. key

Alert call 

Silent alarm

Audible signal

Light

Stay arm

Gate “0”

Gate “1”
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Changing the batteries
If the light indicator is faint when you press a key, change the
remote control batteries (2 x lithium flat batteries type 2016). 
Installation radio code and Prog. key code programming is not lost
when the batteries are replaced.

Li

batteries




