
REF. 2260 CITY PRIVATE KIT

The private kit is a private access control system to work as stand-alone. It is 
basically made of: - First we find a reader installed beside the entrance to the area to 
be controlled in order to restrict access. - On the other hand, we will have several 
personal cards to identify every single user and work as the ´keys´ to let or reject 
access to that area. One of these cards will act as master to enable or disable cards. 
With this system, when a user approaches a personal card previously programmed to 
the reader, the door lock will be released automatically. Apart from the basic system, 
Fermax offers two other systems, allowing to combine access control with an 
entryphone or video door entry system. This KIT PRIVATE ACCESS CONTROL 
(Ref.226O) includes reader with embedding box, 6 personal cards (Ref.2363) and 
power supply. See also: - AUDIO KIT PRIVATE 220 V (Ref.2261) - VIDEO PRIVATE KIT 
230 V (Ref.2262) 
 

TECHNICAL SPECIFICATIONS

Technical features  
 
- Exit pushbutton and free access button input.  
- Electric lock activation by relay with programmable timing.  
- Programming help LEDs.  
 
Programmation  
 
Can be done in 3 ways:  
- Master card: The first time that the power supply is connected, the system waits for a proximity card which will be 
considered as “master card”.  
- Keypad: Recommended if we want to cancel lost cards (ref. 2306).  
- PC software: The most convenient solution for authorization and cancellation management (ref.2351).  
 
Installation  
 
Keypad is located in the outside zone. The rest of the devices, installed indoors, are connected to it: power supply and 
electric lock. Optionally, an exit pushbutton can be used if there is no door handle (LOFT model) to detect if the door 
remains open.  
 
Specifications  
 
Dimensions (WxHxDmm): 130x128x18  
Flush box (included): 115x114x45  
Superface box (WxHxDmm): 130x128x33  
Environmental protection (IP): 43  
Protection against knocks (IK): 07  
Power supply (V): 12V(ac/dc)  
Cons. (mA) without door release: 80/120  
Relay contact: 2A (NA,NC)  
Programmable from 01 to 99 sec. or bistable  
Operating temperature: 0 to 60ºC  
Reading distance (card/keyring): 6/5 cm  
IP Interface: RS-232  
 
 
 
 
 
Size of product when packed: 28x17x21 
Weight: 1,200 kg 
EAN 13: 8424299022604 


