
REF. 07415 VDS AUDIO SKYLINE MODULE W

 
 
Amplifier module for inclusion in SKYLINE electronic door entry panels.  
The module (audio unit) incorporating the electronic circuits needed for audio system 
operation, opening the door, etc. in electronic door entry installations. With volume 
controls, both in street-home and home-street direction, so that the installer can set 
the optimum level. 
 
The New SKYLINE electronic and video entry panel is a robust and elegant panel that 
stands out for its durability, beauty, resistance and reliability.  
 
SKYLINE is a new line of modular composition continuous profile electronic and video 
entry outdoor panels from FERMAX. The line consists of 8 different-sized frames where 
the different modules can easily be fitted pushbuttons, card slots, camera, amplifier, 

access control, etc. The frames let you fit a given number of modules. There are two module sizes: V and W. W modules 
are twice as wide as the V modules.  
Module Dimensions.  
- V module: 105,2x47,5 mm (width-height):  
- W module: 105,2x95 mm (width-height):  
 
It is possible to combine two or more panels, as long as they are from the same series, to achieve greater capacity for 
pushbutton and accessories.  
 
VDS system:  
Simplified installation audio and video door entry system that does not use house call wires. The call is made by 
transmission of a digital call code generated by the VDS amplifier.  
- In new works, installation can be carried out with the following type of wiring: UTP CAT5 / 5 wire / 3 wire + Coaxial 
(video).  
Lets you manage up to 199 homes, 2 entrance accesses and a central guard unit.  
Maximum distance from first access to last home: 200 m.  
- In replacement works, the change from analogue entry to video entry system can be done taking advantage of the 
existing wiring.  
The system capacity and distance will depend on the installation wiring.  
VDS amplifier comes with voice synthesizer as standard issue.  
When the door release is activated a message is heard: “Door open, please close after entering".  
The home terminals require simple programming done from the outdoor panel. By means of this programming a call code is 
assigned to each terminal (telephone or monitor).  
Communication is private.  
Wiring. Audio: 3-wire bus. Video: UTP CAT5 / 5 wire / 3 wire + Coaxial (video).  
Maximum distance from first access to last home: 200 m. 
 
Module for fitting to New SKYLINE Panel frame.  
 

TECHNICAL SPECIFICATIONS

 
 
Module Dimensions.  
- W module: 105,2x95 mm (width-height) 
 
Power supply: 18 Vdc 
 
Consumption:  
- in standby: 40 mA.  
- call: 170 mA.  
- active audio: 300 mA.  
- audio+video: 380 mA (camera consumption: 80mA)  
- Card slot module LED lighting: 35 mA per module. 
 
IPK-437 
 
Audio capacity home-outdoor panel: 2W 
 
Audio capacity outdoor panel-home: 0.15W 
 
Two-way volume control 
 
Operating temperature: -10 to 60 ºC 
 
 
Size of product when packed: 13,5x10x6 
Weight: ,321 kg 
EAN 13: 8424299074153 


