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SRS Smart.Netv2 LAN IP-485 Adapter Interface 

LAN IP-485 Adapter Interface Connection 

Best results will be achieved when following these instructions as they describe 
the installation and best practice for this adapter product.  The LAN IP-485 
Adapter has been designed to simplify the connection of a single or multi-drop 
network of DCU2 Access Control Door Units.  You can use this product to connect 
a PC (Personal Computer) to up to 128 door controllers by deploying one or 
multiple adapters across a local area network. 

Power Source 

The LAN IP-485 Adapter requires a 5-12VDC power source usually derived from 
the first door controller it is connected too.  It does not normally require any 
other external power sources and the device is reverse polarity protected but 
correct polarisation is required for operation.   

Connections 

The connections on the output terminals of the LAN IP-485 Adapter will allow the 
network connection of 1 to 128 Access Control Units with a single continuous 
multi-drop door network installation. You can connect a single or branch of 
Access Control Units to one LAN IP-485 Adapter and you may also have multiple 
adapters on one system located in the same or other locations. The connections 
for the adapter to the first control unit and on to the next are shown below: 

IP Adapter       First Controller      Next Controller….. 

12    +           no connection 

T+              T+                            T+ 

T-       T-                             T- 

R+             R+                           R+ 

R-          R-                             R- 

G    G (Screen)               G (Screen) 
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Adapter IP Addressing 

Each LAN IP-485 Adapter installed on your system requires a unique IP address 
compatible with the local area network it is operating over. In order to configure 
this information you must connect each device to an Ethernet interface port of 
an IP switch or by way of a crossover IP cable to a local PC.  Once the connection 
is made you can load the ‘LAN Device Installer’ utility from the System-Options 
menu.  This utility will allow you to find and address correctly each LAN IP-485 
Adapter you have.  You will need to configure the following three parameters: 

Fixed IP Address e.g. 192.168.1.8 

Subnet Mask e.g. 255.255.0.0 

Gateway e.g. 0.0.0.0 

When you first take delivery of one or more LAN IP-485 Adapters they are 
configured to request an IP address automatically so they can be discovered by 
the LAN Device Installer utility on the target LAN.  In reality this must be 
changed to a fixed IP address compatible with the LAN and Subnet Mask settings. 
There are many other settings available, but under normal conditions come 
factory set correctly and do not require any modification. Please consult support 
if you think you may need to change any of these settings. 

Firewall Considerations 

For secure LAN and WAN infrastructures it may be necessary to open up Firewall 
Ports to be able to discover, address and communicate to the LAN IP-485 
Adapters.  Standard port numbers that may need to be opened are 10001 for 
standard communication with the adapter from the Solo Site Manager Access 
Control application, 9999 for optional TELNET configuration and standard 80 for 
Device Installer discovery and addressing. 

LAN IP Device Installer Utility 

You can launch the ‘LAN Device Installer’ utility from the System-Options menu.  
It is recommended that you connect, discover and configure each device one at a 
time to avoid confusion as to which is which you are currently addressing.  Once 
you have provided the correct static IP address and Subnet Mask you can move 
on and add another. 
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Once you launch the LAN Device Installer utility the search for LAN IP-485 
Adapters will start automatically.  If you change, connect or disconnect any 
adapters then you can click the SEARCH button again at anytime to update the 
list of adapters. In the right-hand list you should see your discovered LAN IP-
Adapters with an automatically assigned IP address compatible with your current 
LAN / DHCP connection. 

From the right-hand list of discovered adapters select the one you need to 
configure.  Select the ASSIGN IP button. Choose the option to assign a specific IP 
address and select NEXT. Complete the three boxes IP Address, Subnet Mask and 
Default Gateway. The latter is usually set at 0.0.0.0 as in itself an adapter is not 
required to find an internet connection. Knowledge of IP addressing and subnet 
mask use is assumed but you may need to consult the owner of the network for 
more information on allowable static addresses and correct subnet mask usage. 
Finally select the NEXT and the ASSIGN buttons. The LAN Device Installer utility 
will update you on the progress of the configuration and prompt you to select 
FINISH when complete. The list of discovered adapters will automatically update 
on completion.  Continue to connect, discover and configure any other LAN IP -
485 Adapters you have. 

Remember, you will need to reference the new static IP address of the newly 
configured adapter to the door or doors connected to it.  Please see the Doors & 
Entrances topic for more help and information on this process. 

 

END  

 

 


