INSTALLATION INSTRUCTIONS (SEE FIG. 1) 7400 ALUMINUM 7410 ALUMINUM 7430 ALUMINUM

1. PREPARE DOOR JAMB/STILE PER DRAWING. DOOR JAMBS JAMBS BOCE JaMBs.
| = I i
2. INSTALL MOUNTING CLIPS TO JAMB/STILE @ 2 i o &
USING 8-32 X 3/8 SCREWS & PRESSED g 2 | =1z | g =
METAL NUTS. LEAVE SCREWS SLIGHTLY E BnlTn 194, |Ta € 0, Tq
LOOSE TO PERMIT EASY ALIGNMENT OF 2 ok zy 2 o4 2R 2 of =Y
CASE ASSEMBLY & CLIPS. o5 E8 B gg g g z%% @9
3. SPACERS ARE PROVIDED TO ASSURE DOOR DOOR _ DOOR
FLUSH FINAL ASSEMBLY OF FACE PLATE & A | CENTERLINE - A | CENTERLINE A | CENTERLINE
JAMB/STILE. ADD ONE OR MORE SPACERS TOJAMB EDGE TO JAMB EDGE . TO JAMB EDGE
BETWEEN JAMB/STILE & MOUNTING CLIP B 61/8 | 6,125 . B |9 3161 9.1875 B . 818 ! 8125
WHEN FACE PLATE EXTENDS BEYQND THE C 33/8 3.375 C 33/8 3.375 C | 338 3.375
JAMB/STILE. WHEN THE FACE PLATE SETS D (2132 | 65 | D | 2132 65 D | 21/32 . .651
INSIDE THE JAMB/STILE, SPACERS MUST BE E 58 | .625 _E | 58 | 625 E 58 625
ADDED BETWEEN THE MOUNTING CLIP & THE F_.111/16) 1.688 F_i111/16] 1.688 F . 111/16] 1.688
ELECTRIC STRIKE FACE PLATE. SEE DETAIL "A" G | 47/8 | 4.875 G |731/32] 7.969 G | 67/8 | 6875
" TO ATTACH SPACER TO MOUNTING CLIP, H 8-32 H | 12224 i H | 832
REMOVE PROTECTIVE COATING FROM || 532 | 156 | | 532 | 156 | | 53 | 1%
SPACER & PRESS TO DESIRED MOUNTING o 11/4 | 1.250 J | 17/16 | 1.4375 J | 114 | 1.250
CLIP SURFACE. MAKE SURE CLEARANCE )
HOLE IN SPACER ALIGNS WITH HOLE IN
MOUNTING CLIP. 7401 ALUMINUM 7431 ALUMINUM B A
4. ATTACH SUBCOVER AND FACE PLATE TO STILE STILE
THE CASE ASSEMBLY USING TWO 8-32 X 1/4 - o <
SCREWS. é J & | F
Z = | g
5. USING WIRE NUTS PROVIDED, CONNECT % 8 o | B ¥ |5 mre
WIRES COMING FROM THE STRIKE TO THE ? | Gw|=u 2 |58 =G
WIRES COMING FROM THE LOW VOLTAGE S |35 | 80 21235858 ]
SIDE OF THE TRANSFORMER. s |z |8z | |5 |&=z 8= / ~
DOCR DOOR
6. INSERT ELECTRIC STRIKE INTO JAMB AND A |CENTERUNETO| | A |CENTERLINE TO -
ATTACH TO THE CLIPS USING TWO #12 JAMB EDGE JAMB EDGE
COMBINATION SCREWS. B | 61/8 | 6.125 B8 | 818 | 8125
C | 338 | 3375 C | 338 | 3375 G
7. SECURE 8-32 MOUNTING CLIP SCREWS D | 2132 | 656 TS5 | o
HOLDING MOUNTING TO JAMB. E T 58 | 625 | e 58 o
F |111/16] 1.6875 F | 111181 1.6875
STATIC DYNAMIC : TR
STRENGTH | STRENGTH | ENDURANCE G 478 .4 G | 678 | 6475 g‘
: [ 5132 156 T 532 | 156 H
1500 LBS. |70 FT-LB FORCE|500,000 CYCLES TT 7G| 128 =toa T
MOUNTING PRESSURE
CLIP SENSITIVE SHIM KIT
SPACER . 81-0096 OR FOR EXTENDED LIP:
HBE Q A 91-0097 (DIM "A” DOOR TO JAMB EDGE)
NUTS - DASHNO.| DIM"A" |DASHNO.| DIM"A"
i ¢ NONE 1.06 -08 2.38
-01 1.50 -09 2.50
02 1.63 -10 2.63
-03 1.75 -11 2.75
-04 1.88 -12 2.88
& -05 2.00 -13 3.00
d -06 213
- )f g 07 205
PRODUCT MUST BE INSTALLED |
74R1 & 74R2 ACCORDING TO ALL APPLICABLE I
BUILDING AND LIFE SAFETY CODES
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NOTES: _CURRENT DRAW |
FAIL-SECURE OPERATION ( AS SHIPPED) | VOLTS | AMPS
UNLOCKS WHEN ENERGIZED. IF POWER 12 VDC 440
FAILS THE. STRIKE REMAIN IN LOCKED e
POSITION, _12AC | 163 |
24DC | 230
FAIL-SAFE OPERATION (FIELD SELECTABLE) &V R
~— LOCKS WHEN ENERGIZED, USED IN | 24AC | .084
APPLICATIONS REQUIRING AUTOMATIC 16 DC 458
UNLOCKING IN CASE OF POWER FAILURE. [ 45 ac | 228

AVAILABLE VOLTAGES
12V AC INTERMITTENT DUTY. 12V DC CONTINUOUS DUTY,
18Y AC INTERMITTENT DUTY, *16V DC CONTINUOUS DUTY,
24V AC INTERMITTENT DUTY. 24V DC CONTINUOUS DUTY.

(* REQUIRES 16 VOLT ADAPTOR )

WARNING!
AC INTERMITTENT DUTY SOLENOIDS ARE DESIGNED TO BE ENERGIZED 30
SECONDS AT A TIME MAXIMUM. ENERGIZING FOR LONGER PERIODS WILL
DAMAGE THESOLENOID

WIRING

THE NUMBER OF WIRES WILL VARY DEPENDING ON FEATURES OF THE
STRIKE. THE VOLTAGE AND AMPERAGE RATINGS ARE MARKED ON ALL
STRIKE LABELS. THE SOLENCID WIRES ARE NOT POLARIZED.

MONITORING (OPTIONAL)

MONITORED STRIKES CONTAIN TWO, INTERNALLY MOUNTED, SWITCHES:
ONE IS ACTIVATED BY THE LATCH BOLT'S PENETRATION OF THE STRIKE
AND THE OTHER INDICATES THE ENERGIZED LOCK/UNLOCKED STATUS OF
THE SOLENOID.

ALL UNUSED LEADS FROM MONITOR SWITCHES SHOULD BE INSULATED.

COMMON CONTACT - BLACK

NORMALLY OPEN CONTACT (NO) - WHITE

NORMALLY CLOSED CONTACT (NC) - RED

MAXIMUM SWITCHING CURRENT - 5 AMPS @ 250 VAC

WARNING!
INTERMITTENT DUTY SOLENOIDS SHOULD NOT BE CONVERTED TO FAIL-SAFE
CONFIGURATION. FAIL SAFE UNITS SHOULD ONLY BE OPERATED WITH DC POWER

Control Switch (N.O.)
(ex. Pushbutton, keypad Card Read

DRY CONTACTS!

ELECT
STRI

24 VAC

4805/4608-24 VAL
40 VA TRANSFORMER

TYPICAL ELECTRIC STRIKE WIR

DIAGRAM INTERMITTENT DUTY
FAIL-SECURE 24 VAC

FIELD REVE

FAIL SECURE CONFIGURATION

SCREW
a—

FIELD RE

FAIL SAFE CONFIGURATIOI

SHIM PLATES ARE PRE-INSTALLED MONTORERVERSION ORLY

AT THE FACTORY. A THINNER SET
OF SHIMS IS ALSO INLCUDED. IF
NECESSARY, THE SHIMS CAN BE
REMOVED ALTOGETHER TO
CORRECT MISALIGNMENTS
BETWEEN STRIKE AND LATCH

SR sHIM KIT
P/N 81-0933

TWO ADDITIONAL
TRIGGER SHIMS
ARE INCLUDED TO
ACCOMODATE
VARIABLE DOOR
GAPS AND BOLTS.

:Ei_gg _w:’f -91-0098
Ui

' /
SCREW N\ /
CREW A L SCREW (B
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Control Switch (N.O.) |

Control Switch (N.O.

)
1 (ex. Pushbutton, keypad Card Reader) | (ex. Pushbutton, keypad, Card Reader) DRY CONTACTS! WIRE CODING
(MONITORED VERSION) O
i DRY CONTACTS! g gn yn o ®
Bs Bx b COLOR CODE:
- 4603 seo HE L]
SR i —  2AWP EL_en @n Red : NC —
* . | “srike gl * LI o8 . Yhite:; NO
7 126 vAG — o : l Black : Comman
- LINE - 24 VAC 120;‘?(: A .
OLTAGE LINE 1
= o !. VOLTAGE il u.
4B05/4606-24 YAC — i . [ LATCH MONITOR
40 VA TRANSFORMER L omm )N - @
4605/4606-24 VAC oo — @
TYPICAL ELECTRIC STRIKE WIRING 40 VA TRANSFORMER BLACK€) SOLENOID %@ﬁ%ﬁ
EL‘?E@Q&UQE%T’:}EENT puty TYPICAL ELECTRIC STRIKE WIRING DIAGRAM
INTERMITTENT/CONTINUOUS DUTY 24 VDC
SOLENOID
FIELD REVERSIBLE (FAIL SECURE) TO FAIL SAFE CONNECTOR
i
FAIL SECURE CONFIGURATION FAIL SAFE 4
=
L VOLTAGE
ADAPTOR CABLE
WIRE COLOR
SEE TABLE BELOW
VOLTAGE ADAPTOR CABLE
FAIL SECURE TO FAIL SAFE PIN# WIRE COLOR_|APPLICATION
VA7400-12 BLACK 12VAC/DC & 16VAC
STEP 1 LOOSEN SCREW (A) APPROXIMATELY
F T 2ROTATIONS, SLIDE SCREW TO THE gﬁ;iggfgvn = RED 24VACIDG
LEFT AND TIGHTEN. -
|(OPTIONAL KIT) WHITE 8vng

STEP 2 LOOSEN SCREW (B) APPROXIMATELY 2
ROTATIONS, MOVE THE SLIDE TO THE
RIGHT AND TIGHTEN. (DO NOT REMOVE

SCREWS) H
FIELD REVERSIBLE (FAIL SAFE) TO FAIL SECURE

SOLENOID WIRING DIAGRAM

SCREW
(B)

BROWN BROWMN 80 BROWN

YELLOW YELLOW YELLOW

¢ 4 4
E Elowe E e Goowe L
ER FAIL SAFE CONFIGURATION FAIL SECURE M DRANGE DRANGE |

12V ACIDC & 16V AC 16V DC 24V AC/DC

JAL
gST o FOR WOOD DOOR APPLICATIONS
5 THE SPACER IS
3183 DESIGNED TO
: J ; SIMPLIFY MORTISING
FAIL-SAFE TO FAIL-SECURE o
0098 STEP 1 LOOSEN SCREW (B) APPROXIMATELY APPLICATIONS :
) 2 ROTATIONS, AND MOVE THE SLIDE 2 s
TO THE LEFT AND TIGHTEN (DO NOT ~!'
REMOVE SCREWS). <X
SCREW (A) i ==
SCREW (B) STEP 2 LOOSEN SCREW (A) APPROXIMATELY SE/TA%E’\; f‘?(ﬁ( ki’
2 ROTATIONS AND SLIDE SCREW TO N
PRODUCT MUST BE INSTALLED RIGHT AND TIGHTEN. PIN WDC7400 NP @
ACCORDING TO ALL APPLICABLE "/‘l
BUILDING AND LIFE SAFETY CODES |
IKE INSTALLATION INSTRUCTIONS
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