
 

Ref. 22211 VDS BRUTO AUDIO AMPLIFIER MODULE 

 

DESCRIPTION 

Amplifier module of spare parts for inclusion in Bruto electronic door entry panels. 

The module (audio unit) incorporating the electronic circuits needed for audio system operation, in 

electronic door entry installations (audio/video), enable communication with homes, guard unit, door 

opening, etc.. With volume controls, both in street-home and home-street direction, so that the installer can 

set the optimum level. 

Bruto panels are manufactured using an aluminum injection system to offer maximum resistance, and are 

painted with polymerised nylon. The mounting system of the modules make them highly robust. 

The vandal resistant call buttons, made of stainless steel and with anti-blocking system, can withstand any 

impact. 

The panel is attached to the flush-mount box by means of stainless steel, vandal-resistant security screws, 

which can only be removed with a special key, which is supplied with the panel. 

The panels are supplied with the corresponding flush-mounted box. 

The flush-mount box is made of metal and is fitted to the wall by means of self-expanding rawl-plugs. 

The 6mm thick polycarbonate nameplates and window for the camera resist the strongest impact and 

highest temperatures. 

It is possible to combine two or more panels, as long as they are from the same series. For a perfect fit, a set 

of separators should be used for every two panels installed between their flush mounted boxes. 

VDS system:  

Simplified installation audio and video door entry system that does not use house call wires. The call is made 

by transmission of a digital call code generated by the VDS amplifier. 

- In new works, installation can be carried out with the following type of wiring: UTP CAT5 / 5 wire / 3 wire + 

Coaxial (video).  

Lets you manage up to 199 homes, 2 entrance accesses and a central guard unit.  

Maximum distance from first access to last home: 200 m. 

- In replacement works, the change from analogue entry to video entry system can be done taking 

advantage of the existing wiring.  

The system capacity and distance will depend on the installation wiring.  



 

VDS amplifier comes with voice synthesizer as standard issue.  

When the door release is activated a message is heard: “Door open, please close after entering".  

The home terminals require simple programming done from the outdoor panel. By means of this 

programming a call code is assigned to each terminal (telephone or monitor).  

Communication is private.  

Wiring. Audio: 3-wire bus. Video: UTP CAT5 / 5 wire / 3 wire + Coaxial (video).  

Maximum distance from first access to last home: 200 m. 

 

TECHNICAL SPECIFICATIONS 

Power supply: 18 Vdc 

Consumption: 

- Standby: 40 mA 

- Active audio: 250 mA 

- Lighting per lamp: 70 mA 

IPK Panel-437 

Audio capacity home-outdoor panel: 1W 

Audio capacity outdoor panel-home: 0.15W 

Two-way volume control 

Operating temperature: -10 to 60 ºC 


