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QUADRA ENTRANCE PANEL W/ BUTTONS. 2 WIRES

The technical specifications are subject to variations without warning.
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QUADRA ENTRANCE PANEL W/ BUTTONS. 2 WIRES
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MAIN SPECIFICATIONS

Type: Monoblock entrance panel

Type of finish: Alluminio pressofuso

Audio/video system: Yes

Wall-mounted: Yes

Camera: Colors

Diagonal viewing angle (°): 100

Type of sensor: 1/4" CMOS

Minimum colour illumination (lux): 1

Lens size (mm): 2.1

Power supply: Bus

Maximum current absorption (mA): 250

Clamps: LL RTE COM DO SE- SE+C NC NO

Buttons to call: Yes

Total buttons: 4

Microphone volume control: Yes

Loudspeaker volume control: Yes

Operating temperature (°F): -13 ÷ 131

IP protection rating: IP54

Vandal Resistant rating (IK code): IK08

Backlighting color: White

HARDWARE SPECIFICATIONS

Visual signalling: Yes

Acoustic signalling: Yes

GENERAL DATA

Product height (inches): 7.68

Product width (inches): 3.74

Product depth (inches): 1.1

COMPATIBILITY

Kit audio/video system: Yes

ELECTRICAL SPECIFICATIONS

Door release (dry contact bridge): Sì
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ACCESSORIES

33  VDC  power  supply  unit  with  overload  and  short  circuit  protection  devices.  It  has  two  separate  continuous

outputs:  one for  external  unit  and one for  the monitor  power supply.  Input  voltage 110-240 VAC. Dimensions:

4.17"x2.44"x3.5" (6 DIN modules).

1209 2-WIRE VIDEO KIT POWER SUPPLY UNIT

33  VDC  power  supply  unit  with  overload  and  short  circuit  protection  devices.  It  has  two  separate  continuous

outputs:  one for  external  unit  and one for  the monitor  power supply.  Input  voltage 110-240 VAC. Dimensions:

4.17"x2.44"x3.5" (6 DIN modules).

1209/4 4 OUTPUT POWER SUPPLY FOR 2-WIRE VIDEO KIT

1209/8 8 OUTPUT POWER SUPPLY FOR 2-WIRE VIDEO KIT

Plate  allowing  installation  of  the  Quadra  external  unit  in  1-  and  2-module  flush-mounted  boxes  by  Comelit,

Bticino and Urmet. Dimensions 137x236 mm 
4791 Adapter plate for Quadra

Plate  allowing  installation  of  the  Quadra  external  unit  in  1-  and  2-module  flush-mounted  boxes  by  Comelit,

Bticino and Urmet. Dimensions 137x236 mm 

Rain shield in painted aluminum for Quadra entrance panel, grey colour. Dimensions (W x H x D): 3.9" x 8.27" x

1.61".
4792 RAIN SHIELD FOR QUADRA ENTRANCE PANEL

Rain shield in painted aluminum for Quadra entrance panel, grey colour. Dimensions (W x H x D): 3.9" x 8.27" x

1.61".

4793MA ALUMINIUM FACEPLATE FOR QUADRA W/BUTTONS
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ACCESSORIES

4793MB BLACK FACEPLATE FOR QUADRA W/BUTTONS

4793MC CORTEN FACEPLATE FOR QUADRA W/BUTTONS
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